MITSUBISHI RF POWER TRANSISTOR

2SC5125

NPN EPITAXIAL PLANAR TYPE

DESCRIPTION
25C5125 is a silicon NPN epitaxial . planar type transistor
specifically designed for high power amplifiers in VHF band.

OUTLINE DRAWING Dimension in mm

FEATURES

@ High power output and high gain : Po 2 80W, Gpe = 7.2d8B,
@Vce = 125V, f= 175MHz, Pin = 15W

® Emitter ballasted construction.

® Load mismatch : Ability to withstand more than 8: 1 load
VSWR when operated at Vcc = 15.2V, Po = 80W,
f=175MHz,

® High reliability due to gold metalization die.

® Flange type ceramic package.
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ABSOLUTE MAXIMUM RATINGS (Tc = 25°C unless otherwise noted)
Symbol Parameter Conditions Ratings Unit
VeBo Collector-base voltage 35 \Y
VEeBO Emitter-base voltage . 4 \%
Vceo Collector-emitter voltage RBg = 17 \%
lc Collector current 25 A
Pc Collector dissipation 170 w
Tj Junction temperature 175 C
Tstg Storage temperature -55 to 175 C
Note. Above parameters are guaranteed independently.
ELECTRICAL CHARACTERISTICS (Tc = 25°C unless otherwise noted)
Symbol Parameter Test conditions - Limits Unit
Min Max
Vriceo | Collector-base breakdown voltage lc=20mA, =0 35 \';
VereBo | Emitter-base breakdown voltage le=20mA, Ic=0 4 \%
Vericeo | Collector-emitter breakdown voltage Ic = 100mA, Rse = © 17 \Y
IcBo Collector cutoff current Ve =15V, Ie=0 5 mA
leso Emitter cutoff current Ves=3V, Ic =0 5 mA
hre DC forward current gain Vce = 5V, Ic = BA 10 180 -
“Po’ Output power 80 w
Vce =125V, f =175MHz, Pin =15W
nc Collector efficiency ce 5 OMHz, Pin =15 60 %

Note. Above parameters, ratings, limits and conditions are subject to change.
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MITSUBISHI RF POWER TRANSISTOR

2805125

NPN EPITAXIAL PLANAR TYPE

Zout = SOQ

TEST CIRCUIT Lfi L
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CV1 : Air variable capacitor L1 :55D, 3T, OP, ¢1.2, silver plated copper wire
C1  ': Mica capacitor L2 :B8D, 4T, OP, 1.2, silver plated copper wire
C2~Cs : Metal clad mica capacitor RFC: 2.7k Q x 3 in Parallel, 8D, BT, OP, ¢ 0.8 enameled
C7 : Ceramic capacitor Rt :1Q
Cs :47pF, 2200pF, 22000pF in paralleled Z1~Z3 : Microstrip

TYPICAL PERFORMANCE DATA

Board material :

teflon t=16mm, er=28

COLLECTOR OUTPUT CAPACITANCE VS.

Dimensions in mm

DC CURRENT GAIN VS, o COLLECTOR TO BASE VOLTAGE
_ COLLECTOR CURRENT CHARACTERISTICS a CHARACTERISTICS
100 vy 2 1000
TC = 25°C Q 700 TC = 25 OC_
[Vce = BY L b f=1MHz
w (&) 500 ~—
& 80 E -
> = 300
e e Q200
S 60 A \\ &
E P ' O 100
o 70
X 40
s P 2 50
|_
(@] // ]
Q90 - o 30
e
0 g 10
01 02 05 1 238 5710 20 50100 = 1 23 5 710 2030 5070100
R R 3070 Q
COLLECTOR CURRENT lc (A) ©  COLLECTOR TO BASE VOLTAGE Ves (V)
OUTPUT POWER, COLLECTOR
EFFICIENCY VS. INPUT POWER OUTPUT POWER VS
CHARACTERISTICS SUPPLY VOLTAGE CHARACTERISTICS
120 r 140 e
Tc=25C Po S Te=25C 2<]>w
‘ = 175MHz < f=175MHz
2 100Fvee = 128V 100 o s 4)5;
2 100 -~
£ 80 80 & o AT L
o z ] //
5 il M £ 5 5 % T 10W
e 60 BT 60 E a /J_—-—
0. ’0 VK| = 60 / ] /"
b 40— 40 < £ oA
o} » O !
& J = '5 40 9/
) 20 H 20 8 @) Pin=5W
O 7 3 20
8 mll
0 0 0
0 10 20 30 40 6 7 8 9101112131415 16
INPUT POWER Pin (W) COLLECTOR SUPPLY VOLTAGE Vec (V)
& MITSUBISHI
ELECTRIC 3-215



